
DIN 988
      

d1: Diámetro interior

d1: Inside diameter

d2: Diámetro exterior

d2: Outer diameter

h1: Altura

h1: Height

Dimensiones en milímetros (mm)

Dimensions in millimeters (mm)

ITEM d1 d2 h1 ITEM d1 d2 h1

PS-3X6X0.1 3 6 0,1 PS-6X12X0.3 6 12 0,3

PS-3X6X0.15 3 6 0,15 PS-6X12X0.5 6 12 0,5

PS-3X6X0.2 3 6 0,2 PS-6X12X1 6 12 1

PS-3X6X0.25 3 6 0,25 PS-7X13X0.1 7 13 0,1

PS-3X6X0.3 3 6 0,3 PS-7X13X0.15 7 13 0,15

PS-3X6X0.5 3 6 0,5 PS-7X13X0.2 7 13 0,2

PS-3X6X1 3 6 1 PS-7X13X0.25 7 13 0,25

PS-4X8X0.1 4 8 0,1 PS-7X13X0.3 7 13 0,3

PS-4X8X0.15 4 8 0,15 PS-7X13X0.5 7 13 0,5

PS-4X8X0.2 4 8 0,2 PS-7X13X1 7 13 1

PS-4X8X0.25 4 8 0,25 PS-7X13X1.2 7 13 1,2

PS-4X8X0.3 4 8 0,3 PS-7X13X1.5 7 13 1,5

PS-4X8X0.5 4 8 0,5 PS-7X13X2 7 13 2

PS-4X8X1 4 8 1 PS-8X14X0.1 8 14 0,1

PS-5X10X0.1 5 10 0,1 PS-8X14X0.15 8 14 0,15

PS-5X10X0.15 5 10 0,15 PS-8X14X0.2 8 14 0,2

PS-5X10X0.2 5 10 0,2 PS-8X14X0.25 8 14 0,25

PS-5X10X0.25 5 10 0,25 PS-8X14X0.3 8 14 0,3

PS-5X10X0.3 5 10 0,3 PS-8X14X0.5 8 14 0,5

PS-5X10X0.5 5 10 0,5 PS-8X14X1 8 14 1

PS-5X10X1 5 10 1 PS-8X14X1.2 8 14 1,2

PS-6X12X0.1 6 12 0,1 PS-8X14X1.5 8 14 1,5

PS-6X12X0.15 6 12 0,15 PS-8X14X2 8 14 2

PS-6X12X0.2 6 12 0,2 PS-9X15X0.1 9 15 0,1

PS-6X12X0.25 6 12 0,25 PS-9X15X0.15 9 15 0,15

Arandelas calibradas DIN 988 usadas para ajustar holguras y 

compensar tolerancias en ejes y rodamientos. Disponibles en 

múltiples diámetros y espesores desde 0,1 mm, permiten 

lograr medidas precisas combinando varias piezas. 

Fabricadas con tolerancias estrictas en acero o inoxidable, 

son ideales para montajes mecánicos de precisión.

DIN 988 calibrated washers used to adjust clearances and 

compensate tolerances on shafts and bearings. Available in 

multiple diameters and thicknesses from 0.1 mm, they allow 

precise measurements to be achieved by combining several 

parts. Manufactured to tight tolerances in steel or stainless 

steel, they are ideal for precision mechanical assemblies.
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-9X15X0.2 9 15 0,2 PS-14X20X0.3 14 20 0,3

PS-9X15X0.25 9 15 0,25 PS-14X20X0.5 14 20 0,5

PS-9X15X0.3 9 15 0,3 PS-14X20X1 14 20 1

PS-9X15X0.5 9 15 0,5 PS-14X20X1.2 14 20 1,2

PS-9X15X1 9 15 1 PS-14X20X1.5 14 20 1,5

PS-9X15X1.2 9 15 1,2 PS-14X20X2 14 20 2

PS-9X15X1.5 9 15 1,5 PS-15X21X0.1 15 21 0,1

PS-9X15X2 9 15 2 PS-15X21X0.15 15 21 0,15

PS-10X16X0.1 10 16 0,1 PS-15X21X0.2 15 21 0,2

PS-10X16X0.15 10 16 0,15 PS-15X21X0.25 15 21 0,25

PS-10X16X0.2 10 16 0,2 PS-15X21X0.3 15 21 0,3

PS-10X16X0.25 10 16 0,25 PS-15X21X0.5 15 21 0,5

PS-10X16X0.3 10 16 0,3 PS-15X21X1 15 21 1

PS-10X16X0.5 10 16 0,5 PS-15X21X1.2 15 21 1,2

PS-10X16X1 10 16 1 PS-15X21X2 15 21 2

PS-10X16X1.2 10 16 1,2 PS-15X22X0.1 15 22 0,1

PS-10X16X1.5 10 16 1,5 PS-15X22X0.15 15 22 0,15

PS-10X16X2 10 16 2 PS-15X22X0.2 15 22 0,2

PS-11X17X0.1 11 17 0,1 PS-15X22X0.25 15 22 0,25

PS-11X17X0.15 11 17 0,15 PS-15X22X0.3 15 22 0,3

PS-11X17X0.2 11 17 0,2 PS-15X22X0.5 15 22 0,5

PS-11X17X0.25 11 17 0,25 PS-15X22X1 15 22 1

PS-11X17X0.3 11 17 0,3 PS-15X22X1.2 15 22 1,2

PS-11X17X0.5 11 17 0,5 PS-15X22X1.5 15 22 1,5

PS-11X17X1 11 17 1 PS-15X22X2 15 22 2

PS-11X17X1.2 11 17 1,2 PS-16X22X0.1 16 22 0,1

PS-11X17X1.5 11 17 1,5 PS-16X22X0.15 16 22 0,15

PS-11X17X2 11 17 2 PS-16X22X0.2 16 22 0,2

PS-12X18X0.1 12 18 0,1 PS-16X22X0.25 16 22 0,25

PS-12X18X0.15 12 18 0,15 PS-16X22X0.3 16 22 0,3

PS-12X18X0.2 12 18 0,2 PS-16X22X0.5 16 22 0,5

PS-12X18X0.25 12 18 0,25 PS-16X22X1 16 22 1

PS-12X18X0.3 12 18 0,3 PS-16X22X1.2 16 22 1,2

PS-12X18X0.5 12 18 0,5 PS-16X22X1.5 16 22 1,5

PS-12X18X1 12 18 1 PS-16X22X2 16 22 2

PS-12X18X1.2 12 18 1,2 PS-17X24X0.1 17 24 0,1

PS-12X18X1.5 12 18 1,5 PS-17X24X0.15 17 24 0,15

PS-12X18X2 12 18 2 PS-17X24X0.2 17 24 0,2

PS-13X19X0.1 13 19 0,1 PS-17X24X0.25 17 24 0,25

PS-13X19X0.15 13 19 0,15 PS-17X24X0.3 17 24 0,3

PS-13X19X0.2 13 19 0,2 PS-17X24X0.5 17 24 0,5

PS-13X19X0.25 13 19 0,25 PS-17X24X1 17 24 1

PS-13X19X0.3 13 19 0,3 PS-17X24X1.2 17 24 1,2

PS-13X19X0.5 13 19 0,5 PS-17X24X1.5 17 24 1,5

PS-13X19X1 13 19 1 PS-17X24X2 17 24 2

PS-13X19X1.2 13 19 1,2 PS-18X25X0.1 18 25 0,1

PS-13X19X1.5 13 19 1,5 PS-18X25X0.15 18 25 0,15

PS-13X19X2 13 19 2 PS-18X25X0.2 18 25 0,2

PS-14X20X0.1 14 20 0,1 PS-18X25X0.25 18 25 0,25

PS-14X20X0.15 14 20 0,15 PS-18X25X0.3 18 25 0,3

PS-14X20X0.2 14 20 0,2 PS-18X25X0.5 18 25 0,5

PS-14X20X0.25 14 20 0,25 PS-18X25X1 18 25 1
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-18X25X1.2 18 25 1,2 PS-25X36X0.1 25 36 0,1

PS-18X25X1.5 18 25 1,5 PS-25X36X0.15 25 36 0,15

PS-18X25X2 18 25 2 PS-25X36X0.2 25 36 0,2

PS-19X26X0.1 19 26 0,1 PS-25X36X0.25 25 36 0,25

PS-19X26X0.15 19 26 0,15 PS-25X36X0.3 25 36 0,3

PS-19X26X0.2 19 26 0,2 PS-25X36X0.5 25 36 0,5

PS-19X26X0.25 19 26 0,25 PS-25X36X1 25 36 1

PS-19X26X0.3 19 26 0,3 PS-25X36X1.2 25 36 1,2

PS-19X26X0.5 19 26 0,5 PS-25X36X1.5 25 36 1,5

PS-19X26X1 19 26 1 PS-25X36X2 25 36 2

PS-19X26X1.2 19 26 1,2 PS-26X37X0.1 26 37 0,1

PS-19X26X1.5 19 26 1,5 PS-26X37X0.15 26 37 0,15

PS-19X26X2 19 26 2 PS-26X37X0.2 26 37 0,2

PS-20X28X0.1 20 28 0,1 PS-26X37X0.25 26 37 0,25

PS-20X28X0.15 20 28 0,15 PS-26X37X0.3 26 37 0,3

PS-20X28X0.2 20 28 0,2 PS-26X37X0.5 26 37 0,5

PS-20X28X0.25 20 28 0,25 PS-26X37X1 26 37 1

PS-20X28X0.3 20 28 0,3 PS-26X37X1.2 26 37 1,2

PS-20X28X0.5 20 28 0,5 PS-26X37X1.5 26 37 1,5

PS-20X28X1 20 28 1 PS-26X37X2 26 37 2

PS-20X28X1.2 20 28 1,2 PS-26X37X2.5 26 37 2,5

PS-20X28X1.5 20 28 1,5 PS-28X40X0.1 28 40 0,1

PS-20X28X2 20 28 2 PS-28X40X0.15 28 40 0,15

PS-22X30X0.1 22 30 0,1 PS-28X40X0.2 28 40 0,2

PS-22X30X0.15 22 30 0,15 PS-28X40X0.25 28 40 0,25

PS-22X30X0.2 22 30 0,2 PS-28X40X0.3 28 40 0,3

PS-22X30X0.25 22 30 0,25 PS-28X40X0.5 28 40 0,5

PS-22X30X0.3 22 30 0,3 PS-28X40X1 28 40 1

PS-22X30X0.5 22 30 0,5 PS-28X40X1.2 28 40 1,2

PS-22X30X1 22 30 1 PS-28X40X1.5 28 40 1,5

PS-22X30X1.2 22 30 1,2 PS-28X40X2 28 40 2

PS-22X30X1.5 22 30 1,5 PS-30X42X0.1 30 42 0,1

PS-22X30X2 22 30 2 PS-30X42X0.15 30 42 0,15

PS-22X32X0.1 22 32 0,1 PS-30X42X0.2 30 42 0,2

PS-22X32X0.15 22 32 0,15 PS-30X42X0.25 30 42 0,25

PS-22X32X0.2 22 32 0,2 PS-30X42X0.3 30 42 0,3

PS-22X32X0.25 22 32 0,25 PS-30X42X0.5 30 42 0,5

PS-22X32X0.3 22 32 0,3 PS-30X42X1 30 42 1

PS-22X32X0.5 22 32 0,5 PS-30X42X1.2 30 42 1,2

PS-22X32X1 22 32 1 PS-30X42X1.5 30 42 1,5

PS-22X32X1.2 22 32 1,2 PS-30X42X2 30 42 2

PS-22X32X1.5 22 32 1,5 PS-30X42X2.5 30 42 2,5

PS-22X32X2 22 32 2 PS-32X45X0.1 32 45 0,1

PS-25X35X0.1 25 35 0,1 PS-32X45X0.15 32 45 0,15

PS-25X35X0.15 25 35 0,15 PS-32X45X0.2 32 45 0,2

PS-25X35X0.2 25 35 0,2 PS-32X45X0.25 32 45 0,25

PS-25X35X0.25 25 35 0,25 PS-32X45X0.3 32 45 0,3

PS-25X35X0.3 25 35 0,3 PS-32X45X0.5 32 45 0,5

PS-25X35X0.5 25 35 0,5 PS-32X45X1 32 45 1

PS-25X35X1 25 35 1 PS-32X45X1.2 32 45 1,2

PS-25X35X1.2 25 35 1,2 PS-32X45X1.5 32 45 1,5

PS-25X35X1.5 25 35 1,5 PS-32X45X2 32 45 2

PS-25X35X2 25 35 2 PS-32X45X2.5 32 45 2,5
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-35X45X0.1 35 45 0,1 PS-42X52X1 42 52 1

PS-35X45X0.15 35 45 0,15 PS-42X52X1.2 42 52 1,2

PS-35X45X0.2 35 45 0,2 PS-42X52X1.5 42 52 1,5

PS-35X45X0.25 35 45 0,25 PS-42X52X2 42 52 2

PS-35X45X0.3 35 45 0,3 PS-42X52X2.5 42 52 2,5

PS-35X45X0.5 35 45 0,5 PS-42X52X3 42 52 3

PS-35X45X1 35 45 1 PS-42X52X3.5 42 52 3,5

PS-35X45X1.2 35 45 1,2 PS-45X55X0.1 45 55 0,1

PS-35X45X1.5 35 45 1,5 PS-45X55X0.15 45 55 0,15

PS-35X45X2 35 45 2 PS-45X55X0.2 45 55 0,2

PS-35X45X2.5 35 45 2,5 PS-45X55X0.25 45 55 0,25

PS-35X45X3 35 45 3 PS-45X55X0.3 45 55 0,3

PS-35X45X3.5 35 45 3,5 PS-45X55X0.5 45 55 0,5

PS-36X45X0.1 36 45 0,1 PS-45X55X1 45 55 1

PS-36X45X0.15 36 45 0,15 PS-45X55X1.2 45 55 1,2

PS-36X45X0.2 36 45 0,2 PS-45X55X1.5 45 55 1,5

PS-36X45X0.25 36 45 0,25 PS-45X55X2 45 55 2

PS-36X45X0.3 36 45 0,3 PS-45X55X3 45 55 3

PS-36X45X0.5 36 45 0,5 PS-45X56X0.1 45 56 0,1

PS-36X45X1 36 45 1 PS-45X56X0.15 45 56 0,15

PS-36X45X1.2 36 45 1,2 PS-45X56X0.2 45 56 0,2

PS-36X45X1.5 36 45 1,5 PS-45X56X0.25 45 56 0,25

PS-36X45X2 36 45 2 PS-45X56X0.3 45 56 0,3

PS-36X45X2.5 36 45 2,5 PS-45X56X0.5 45 56 0,5

PS-37X47X0.1 37 47 0,1 PS-45X56X1 45 56 1

PS-37X47X0.15 37 47 0,15 PS-45X56X1.2 45 56 1,2

PS-37X47X0.2 37 47 0,2 PS-45X56X1.5 45 56 1,5

PS-37X47X0.25 37 47 0,25 PS-45X56X2 45 56 2

PS-37X47X0.3 37 47 0,3 PS-45X56X3 45 56 3

PS-37X47X0.5 37 47 0,5 PS-48X60X0.1 48 60 0,1

PS-37X47X1 37 47 1 PS-48X60X0.15 48 60 0,15

PS-37X47X1.2 37 47 1,2 PS-48X60X0.2 48 60 0,2

PS-37X47X1.5 37 47 1,5 PS-48X60X0.25 48 60 0,25

PS-37X47X2 37 47 2 PS-48X60X0.3 48 60 0,3

PS-37X47X2.5 37 47 2,5 PS-48X60X0.5 48 60 0,5

PS-40X50X0.1 40 50 0,1 PS-48X60X1 48 60 1

PS-40X50X0.15 40 50 0,15 PS-48X60X1.2 48 60 1,2

PS-40X50X0.2 40 50 0,2 PS-48X60X1.5 48 60 1,5

PS-40X50X0.25 40 50 0,25 PS-48X60X2 48 60 2

PS-40X50X0.3 40 50 0,3 PS-48X60X3 48 60 3

PS-40X50X0.5 40 50 0,5 PS-50X62X0.1 50 62 0,1

PS-40X50X1 40 50 1 PS-50X62X0.15 50 62 0,15

PS-40X50X1.2 40 50 1,2 PS-50X62X0.2 50 62 0,2

PS-40X50X1.5 40 50 1,5 PS-50X62X0.25 50 62 0,25

PS-40X50X2 40 50 2 PS-50X62X0.3 50 62 0,3

PS-40X50X2.5 40 50 2,5 PS-50X62X0.5 50 62 0,5

PS-40X50X3 40 50 3 PS-50X62X1 50 62 1

PS-42X52X0.1 42 52 0,1 PS-50X62X1.2 50 62 1,2

PS-42X52X0.15 42 52 0,15 PS-50X62X1.5 50 62 1,5

PS-42X52X0.2 42 52 0,2 PS-50X62X2 50 62 2

PS-42X52X0.25 42 52 0,25 PS-50X62X2.5 50 62 2,5

PS-42X52X0.3 42 52 0,3 PS-50X62X3 50 62 3

PS-42X52X0.5 42 52 0,5 PS-50X62X3.5 50 62 3,5
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-50X63X0.1 50 63 0,1 PS-56X72X1.5 56 72 1,5

PS-50X63X0.15 50 63 0,15 PS-56X72X2 56 72 2

PS-50X63X0.2 50 63 0,2 PS-56X72X3 56 72 3

PS-50X63X0.25 50 63 0,25 PS-60X75X0.1 60 75 0,1

PS-50X63X0.3 50 63 0,3 PS-60X75X0.15 60 75 0,15

PS-50X63X0.5 50 63 0,5 PS-60X75X0.2 60 75 0,2

PS-50X63X1 50 63 1 PS-60X75X0.25 60 75 0,25

PS-50X63X1.2 50 63 1,2 PS-60X75X0.3 60 75 0,3

PS-50X63X1.5 50 63 1,5 PS-60X75X0.5 60 75 0,5

PS-50X63X2 50 63 2 PS-60X75X1 60 75 1

PS-50X63X3 50 63 3 PS-60X75X1.2 60 75 1,2

PS-52X65X0.1 52 65 0,1 PS-60X75X1.5 60 75 1,5

PS-52X65X0.15 52 65 0,15 PS-60X75X2 60 75 2

PS-52X65X0.2 52 65 0,2 PS-60X75X3 60 75 3

PS-52X65X0.25 52 65 0,25 PS-63X80X0.1 63 80 0,1

PS-52X65X0.3 52 65 0,3 PS-63X80X0.15 63 80 0,15

PS-52X65X0.5 52 65 0,5 PS-63X80X0.2 63 80 0,2

PS-52X65X1 52 65 1 PS-63X80X0.25 63 80 0,25

PS-52X65X1.2 52 65 1,2 PS-63X80X0.3 63 80 0,3

PS-52X65X1.5 52 65 1,5 PS-63X80X0.5 63 80 0,5

PS-52X65X2 52 65 2 PS-63X80X1 63 80 1

PS-52X65X3 52 65 3 PS-63X80X1.2 63 80 1,2

PS-55X68X0.1 55 68 0,1 PS-63X80X1.5 63 80 1,5

PS-55X68X0.15 55 68 0,15 PS-63X80X2 63 80 2

PS-55X68X0.2 55 68 0,2 PS-63X80X3 63 80 3

PS-55X68X0.25 55 68 0,25 PS-65X85X0.1 65 85 0,1

PS-55X68X0.3 55 68 0,3 PS-65X85X0.15 65 85 0,15

PS-55X68X0.5 55 68 0,5 PS-65X85X0.2 65 85 0,2

PS-55X68X1 55 68 1 PS-65X85X0.25 65 85 0,25

PS-55X68X1.2 55 68 1,2 PS-65X85X0.3 65 85 0,3

PS-55X68X1.5 55 68 1,5 PS-65X85X0.5 65 85 0,5

PS-55X68X2 55 68 2 PS-65X85X1 65 85 1

PS-55X68X2.5 55 68 2,5 PS-65X85X1.2 65 85 1,2

PS-55X68X3 55 68 3 PS-65X85X1.5 65 85 1,5

PS-56X70X0.1 56 70 0,1 PS-65X85X2 65 85 2

PS-56X70X0.15 56 70 0,15 PS-65X85X3 65 85 3

PS-56X70X0.2 56 70 0,2 PS-65X85X3.5 65 85 3,5

PS-56X70X0.25 56 70 0,25 PS-70X90X0.1 70 90 0,1

PS-56X70X0.3 56 70 0,3 PS-70X90X0.15 70 90 0,15

PS-56X70X0.5 56 70 0,5 PS-70X90X0.2 70 90 0,2

PS-56X70X1 56 70 1 PS-70X90X0.25 70 90 0,25

PS-56X70X1.2 56 70 1,2 PS-70X90X0.3 70 90 0,3

PS-56X70X1.5 56 70 1,5 PS-70X90X0.5 70 90 0,5

PS-56X70X2 56 70 2 PS-70X90X1 70 90 1

PS-56X70X3 56 70 3 PS-70X90X1.2 70 90 1,2

PS-56X72X0.1 56 72 0,1 PS-70X90X1.5 70 90 1,5

PS-56X72X0.15 56 72 0,15 PS-70X90X2 70 90 2

PS-56X72X0.2 56 72 0,2 PS-70X90X3.5 70 90 3,5

PS-56X72X0.25 56 72 0,25 PS-75X95X0.1 75 95 0,1

PS-56X72X0.3 56 72 0,3 PS-75X95X0.15 75 95 0,15

PS-56X72X0.5 56 72 0,5 PS-75X95X0.2 75 95 0,2

PS-56X72X1 56 72 1 PS-75X95X0.25 75 95 0,25

PS-56X72X1.2 56 72 1,2 PS-75X95X0.3 75 95 0,3
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-75X95X0.5 75 95 0,5 PS-100X120X0.1 100 120 0,1

PS-75X95X1 75 95 1 PS-100X120X0.15 100 120 0,15

PS-75X95X1.2 75 95 1,2 PS-100X120X0.2 100 120 0,2

PS-75X95X1.5 75 95 1,5 PS-100X120X0.25 100 120 0,25

PS-75X95X2 75 95 2 PS-100X120X0.3 100 120 0,3

PS-75X95X2.5 75 95 2,5 PS-100X120X0.5 100 120 0,5

PS-75X95X3.5 75 95 3,5 PS-100X120X1 100 120 1

PS-80X100X0.1 80 100 0,1 PS-100X120X1.2 100 120 1,2

PS-80X100X0.15 80 100 0,15 PS-100X120X1.5 100 120 1,5

PS-80X100X0.2 80 100 0,2 PS-100X120X2 100 120 2

PS-80X100X0.25 80 100 0,25 PS-100X120X2.5 100 120 2,5

PS-80X100X0.3 80 100 0,3 PS-100X120X3.5 100 120 3,5

PS-80X100X0.5 80 100 0,5 PS-100X125X0.1 100 125 0,1

PS-80X100X1 80 100 1 PS-100X125X0.15 100 125 0,15

PS-80X100X1.2 80 100 1,2 PS-100X125X0.2 100 125 0,2

PS-80X100X1.5 80 100 1,5 PS-100X125X0.25 100 125 0,25

PS-80X100X2 80 100 2 PS-100X125X0.3 100 125 0,3

PS-80X100X3.5 80 100 3,5 PS-100X125X0.5 100 125 0,5

PS-85X105X0.1 85 105 0,1 PS-100X125X1 100 125 1

PS-85X105X0.15 85 105 0,15 PS-100X125X1.2 100 125 1,2

PS-85X105X0.2 85 105 0,2 PS-100X125X1.5 100 125 1,5

PS-85X105X0.25 85 105 0,25 PS-100X125X2 100 125 2

PS-85X105X0.3 85 105 0,3 PS-100X125X3.5 100 125 3,5

PS-85X105X0.5 85 105 0,5 PS-105X130X0.1 105 130 0,1

PS-85X105X1 85 105 1 PS-105X130X0.15 105 130 0,15

PS-85X105X1.2 85 105 1,2 PS-105X130X0.2 105 130 0,2

PS-85X105X1.5 85 105 1,5 PS-105X130X0.25 105 130 0,25

PS-85X105X2 85 105 2 PS-105X130X0.3 105 130 0,3

PS-85X105X2.5 85 105 2,5 PS-105X130X0.5 105 130 0,5

PS-85X105X3.5 85 105 3,5 PS-105X130X1 105 130 1

PS-90X110X0.1 90 110 0,1 PS-105X130X1.2 105 130 1,2

PS-90X110X0.15 90 110 0,15 PS-105X130X1.5 105 130 1,5

PS-90X110X0.2 90 110 0,2 PS-105X130X2 105 130 2

PS-90X110X0.25 90 110 0,25 PS-105X130X3.5 105 130 3,5

PS-90X110X0.3 90 110 0,3 PS-110X140X0.1 110 140 0,1

PS-90X110X0.5 90 110 0,5 PS-110X140X0.15 110 140 0,15

PS-90X110X1 90 110 1 PS-110X140X0.2 110 140 0,2

PS-90X110X1.2 90 110 1,2 PS-110X140X0.25 110 140 0,25

PS-90X110X1.5 90 110 1,5 PS-110X140X0.3 110 140 0,3

PS-90X110X2 90 110 2 PS-110X140X0.5 110 140 0,5

PS-90X110X3 90 110 3 PS-110X140X1 110 140 1

PS-90X110X3.5 90 110 3,5 PS-110X140X1.2 110 140 1,2

PS-95X115X0.1 95 115 0,1 PS-110X140X1.5 110 140 1,5

PS-95X115X0.15 95 115 0,15 PS-110X140X2 110 140 2

PS-95X115X0.2 95 115 0,2 PS-110X140X3.5 110 140 3,5

PS-95X115X0.25 95 115 0,25 PS-120X150X0.1 120 150 0,1

PS-95X115X0.3 95 115 0,3 PS-120X150X0.15 120 150 0,15

PS-95X115X0.5 95 115 0,5 PS-120X150X0.2 120 150 0,2

PS-95X115X1 95 115 1 PS-120X150X0.25 120 150 0,25

PS-95X115X1.2 95 115 1,2 PS-120X150X0.3 120 150 0,3

PS-95X115X1.5 95 115 1,5 PS-120X150X0.5 120 150 0,5

PS-95X115X2 95 115 2 PS-120X150X1 120 150 1

PS-95X115X3.5 95 115 3,5 PS-120X150X1.2 120 150 1,2
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ITEM d1 d2 h1 ITEM d1 d2 h1

PS-120X150X1.5 120 150 1,5 PS-170X200X1 170 200 1

PS-120X150X2 120 150 2 PS-170X200X1.2 170 200 1,2

PS-120X150X3.5 120 150 3,5 PS-170X200X1.5 170 200 1,5

PS-130X160X0.1 130 160 0,1 PS-170X200X2 170 200 2

PS-130X160X0.15 130 160 0,15 PS-170X200X3.5 170 200 3,5

PS-130X160X0.2 130 160 0,2

PS-130X160X0.25 130 160 0,25

PS-130X160X0.3 130 160 0,3

PS-130X160X0.5 130 160 0,5

PS-130X160X1 130 160 1

PS-130X160X1.2 130 160 1,2

PS-130X160X1.5 130 160 1,5

PS-130X160X2 130 160 2

PS-130X160X3.5 130 160 3,5

PS-140X170X0.1 140 170 0,1

PS-140X170X0.15 140 170 0,15

PS-140X170X0.2 140 170 0,2

PS-140X170X0.25 140 170 0,25

PS-140X170X0.3 140 170 0,3

PS-140X170X0.5 140 170 0,5

PS-140X170X1 140 170 1

PS-140X170X1.2 140 170 1,2

PS-140X170X1.5 140 170 1,5

PS-140X170X2 140 170 2

PS-140X170X3.5 140 170 3,5

PS-150X180X0.1 150 180 0,1

PS-150X180X0.15 150 180 0,15

PS-150X180X0.2 150 180 0,2

PS-150X180X0.25 150 180 0,25

PS-150X180X0.3 150 180 0,3

PS-150X180X0.5 150 180 0,5

PS-150X180X1 150 180 1

PS-150X180X1.2 150 180 1,2

PS-150X180X1.5 150 180 1,5

PS-150X180X2 150 180 2

PS-150X180X3.5 150 180 3,5

PS-160X190X0.1 160 190 0,1

PS-160X190X0.15 160 190 0,15

PS-160X190X0.2 160 190 0,2

PS-160X190X0.25 160 190 0,25

PS-160X190X0.3 160 190 0,3

PS-160X190X0.5 160 190 0,5

PS-160X190X1 160 190 1

PS-160X190X1.2 160 190 1,2

PS-160X190X1.5 160 190 1,5

PS-160X190X2 160 190 2

PS-160X190X3.5 160 190 3,5

PS-170X200X0.1 170 200 0,1

PS-170X200X0.15 170 200 0,15

PS-170X200X0.2 170 200 0,2

PS-170X200X0.25 170 200 0,25

PS-170X200X0.3 170 200 0,3

PS-170X200X0.5 170 200 0,5
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Materials available for DIN 988 type washers include carbon steel and A2/A4 stainless steel, plus options in AISI 

1010, 1085, 52100, 304, 316 and 420. There are also technical versions in plastics (PA, POM, PTFE) or 

elastomers. The usual finishes include galvanizing, zinc plating, phosphating, blueing and special anti-corrosion 

coatings.

Las arandelas DIN 988 se montan entre el rodamiento y su alojamiento o entre componentes del eje para ajustar 

holguras. Deben colocarse planas, limpias y bien alineadas, apilando varias si se requiere un espesor concreto. No 

precisan herramientas especiales y solo es necesario asegurar que el eje y las superficies estén libres de rebabas 

para evitar desgastes prematuros.

DIN 988 washers are mounted between the bearing and its housing or between shaft components to adjust 

clearances. They should be laid flat, clean and well aligned, stacking several if a specific thickness is required. No 

special tools are required and it is only necessary to ensure that the shaft and surfaces are free of burrs to avoid 

premature wear.

Materiales disponibles para arandelas tipo DIN 988 incluyen acero al carbono y acero inoxidable A2/A4, además 

de opciones en AISI 1010, 1085, 52100, 304, 316 y 420. También existen versiones técnicas en plásticos (PA, 

POM, PTFE) o elastómeros. Los acabados habituales comprenden galvanizado, cincado, fosfatado, pavonado y 

recubrimientos especiales anticorrosión.
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